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WELDED STEEL CUSTOM BASE

ALUMINIZED KEVLAR BELLOWS

4" BORE, 1 3 4" DIA ROD NC9 TRUNNION CYL
WITH ROD BOOT & EXTRA LONG MALE THREAD

NAAMS TRUNNION BLOCKS

KEYED DRIVE BLOCK

2X ENERTROLS SHOCKS
 #HP-6000 RFM PSB

RAIL ALIGNMENT DOWELS

2X THK BRAND SHS35 SERIES RAILS
CUT TO STANDARD LENGTHS
STANDARD WIDTH CARRIAGES
E OPTION SIDE LUBE & PLUG

1" DIA SAFETY LOCKOUT
WITH TURCK #1627297
TRU LOCK #SP25Y100T000201

2X 40mm CUBE SWITCH W/
NAAMS SWITCH MOUNTING

ASM5050, ASA6040, ASA9000
& UNISTRUT P3000

1" DIA LOCKOUT RECEIVER
W/ KEYED MOUNT

BOTH SIDES

NC9 CLEVIS W/ LOCKNUT & ROD LOCK

KEYED TRUNNION MOUNT

NAAMS SHOCK/STOP
BRACKET #AHM141

HARDENED STOP BLOCK

2X CROWNED HARD STOP
W/ NAAMS ASP350 GRIND SPACER

CASE HARDENED
STOP BAR

CUT OUTS FOR CLEVIS ACCESS
IN BOTH EXTEND & RETRACT POSITIONS

FORD 4" BORE NC9 NARROW 35 RAIL SLIDE
REF WELKER #S01430



SLIDE SHOWN IN EXTENDED POSITON
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FORD 4" BORE NC9 NARROW 35 RAIL SLIDE
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BEARING COMPANY

ENG
APPROVAL

UNITS ARE MILLIMETERS
(i.e.X.XXmm [x.xxx"])
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DATE STATUS

7/21/2011 Released

450.0 [17.72]

435.0 [17.13]

225.0 [8.86]

900.0 [35.43]BASE "A" FOR STROKES 5-100mm = 
BASE "B" FOR STROKES 101-180mm = 980.0 [38.58]

BASE "C" FOR STROKES 181-260mm = 1060.0 [41.73]
BASE "D" FOR STROKES 261-340mm = 1140.0 [44.88]
BASE "E" FOR STROKES 341-420mm = 1220.0 [48.03]
BASE "F" FOR STROKES 421-500mm = 1300.0 [51.18]

0.00 [0.000]

150.00 [5.906]

187.50 [7.382]
212.50 [8.366]

150.00 [5.906]

187.50 [7.382]
212.50 [8.366]

190.0 [7.48]
175.00 [6.890]

350.00 [13.780]

380.0 [14.96]
4X M12x1.75 TAP THRU 2X 10.0 P.F. THRU 10X 13.0 DRILL THRU

4X 12.0 S.F. THRU

25.0 [0.98]
25.0 [0.98]

CYLINDER STICKOUT:
FOR STROKES 5-100mm = 0.0 [0.00]
FOR STROKES 101-180mm = 76.0 [3.00]
FOR STROKES 181-260mm = 158.0 [6.22]
FOR STROKES 261-340mm = 241.0 [9.49]
FOR STROKES 341-420mm = 317.0 [12.48]
FOR STROKES 421-500mm = 393.0 [15.47]

47.0 [1.85]

12.0 [0.47] K'WAY
CENT TYP

120.0 [4.72]
CENT TYP

APPROVAL
APPROVED:
AS NOTED:
BY:
DATE:

ALUMINIZED KEVLAR
BELLOWS

35 SERIES THK SHS RAILS

OPTIONAL LOCKOUT ASSY
1"DIA LOCKOUT PIN W/

TURCK #1627297LOCATED ON
SIDE OPPOSITE THE SWITCH STROKE

2X 40mm CUBE SWITCH
TURCK #1627297

4" BORE TRUNNION MOUNTED
NC9 CYLINDER W/ CLEVIS
& ROD BOOT

210.0 [8.27]

LOCKOUT HOLES FOR 1" PIN
EXTEND & RETRACT POSITION
BOTH SIDES

2X 1 2" NPT PORTS
PORTS ALWAYS LOCATED
ON SIDE OPPOSITE SWITCH.
FRONT HEAD PORT
ACCESS THRU BURNOUT

325.00 [12.795] TYP
(ALL STROKES)

325.00 [12.795] TYP
(ALL STROKES)

NAAMS SHOCK
BRACKET

RELOCATED
TO MATCH

USER STROKE

2X ENERTROLS SHOCK
#HP-6000 RFM PSB

(BASE/2)-25.00
(425.00 SHOWN)

CARRIAGE

BASE


